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1. Warning:

Please read this description carefully before using the machine

1.1. Machine should not be used by children or the disabled.If needed,please under the supervision

1.2. Please use original supplier’s spare parts and ink under instruction
1.3. Make sure the power voltage is same as power cable and machine which shown on the Nameplate

1.4. Only suitable to be used indoors and better suggest to have air conditioning inside the room to
keep stable working temperature and humidity

1.5. Dismantle the wooden case and the foot cup fixed frame and put it on a stable table before using
1.6. Do not use the machine in a environment which has fire,dust and wetness

1.7. Do not use the machine in a humid house

1.8. Do not put sundries on the machine itself,machine printing table and surroundings

1.9. Please keep a stable temperature in the working room,not suggest to use machine where environment over 30
degrees or below 15 degrees

1.10. Do not use any broken cable to provide electricity

1.11. If power supply is broken,please stop to using the machine
1.12. Power off machine when u clean or fix machine

1.13. Please use the machine according to local legal policy

1.14. Make sure the head not touch anything before sending picture printing.Height sensor do not
work when meets transparent materials

1.15. When machine is working,eyes will feel sick if staring at the uv lamp for a long time,better suggest to wear
ultraviolet-proof glasses

1.16. When needed to move the machine,at least require 4 people to lift.Do not move the machine together with
other machine parts.And remember to take take off the power charger when move the machine

1.17. When add ink,may touch ink tube,ink bottle and ink cap and some parts,please protect in advance

1.18. The table which used to put the machine should be make sure it’s stability to place the machine and protect
machine from shaking during working

1.19. Not suggest to use UV LED lamp high load printing for a such long working time
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1.20. Make sure machine is normally grounded
1.21. Do not use the machine in thunderstorm day,avoid lightning strikes

1.22. If your ink is not come from Nocai,after sale service will not be provide
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2. Machine recognition-Graphics Analysis

2.1 Machine Front View
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(D Printing table: Put the printing materials, the maximum length is 61cm,and Maximum width is
50cm,the maximum printing size is 60*40cm,template can be made to improve working efficiency.

@ Panel control pane: Adjust and set up machine’s operation and internal parameter.
(3 Capping station: Cleaning unit.

@ Waste ink bottle: Collect the waste ink.

® Cart: Machine working and printing unit.

® Ink tank: Put ink in stock, has the white ink stir and ink lock alarming system.
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2.2 Machine Back View
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(D Machine switch: Switch button.

@ Power charger: Connect power box to supply power for printer.

® Platform motor: Control platform to move the motor.

@ Platform motor driven wheel: Platform motor energy transmission,driven by drive wheel.

® Main board: Machine working control board.
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2.3 Machine Capping System View
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(D Wiper sensor: Locate the wiper original position.
2 Wiper: Clean the surface of the head after automatic cleaning.
(3 Cap top: Suck ink,clean and protect the head.

@ Ink pump: Ink sucking, the left one is color ink pump, the right one is white ink pump. Speed can be adjusted
at the back of pump.

® Wiper motor: Supply power for wiper.
©® Power button: Open or close machine

(@ Panel board: Operate machine and set up machine parameter.



= il = g ®

—Di;ﬁ;l printer —

BaE o

4

2.4 Panel board View
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(D Bridge up button: Raise the bridge.
(2 Bridge down button: Down the bridge.

(3 Carriage left button: Make the carriage move to the left side.

@ Carriage right button: Make the carriage move to the right side.

® Platform front button: Make the platform move to the front side.

® Platform back button: Make the platform move to the back side.

(@ Machine control panel: Show the machine parameter.
Test hot key button: Nozzle test.

© Clean hot key button: Automatic cleaning.

Print pause button: Pause the printing job.

(1) Set up Exit button: Exit the menu.

(12) Set up enter button: Menu set up enter.
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2.5 Cart View
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(D Print head: Output the ink,head condition directly affect printing quality
@ Big UV lamp: Dry the white and color ink

(3 Damper: Guarantee the continuous supply of ink and filter impurities
@ Machine connection,data transmission and ink jet system

® Ink exhaust fan: Exclude the flying ink during printing

® Carriage original position sensor: Carriage right limit
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2.6 Carriage Beam View
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(D Belt tension screw: Adjust screw tension can tension the belt

@ Encoder strip: Provide accurate printing size for machine

(3 Original position sheet: An sheet of original sensor

@ Carriage lock sheet: Shut down or during transportation lock the carriage
® Bridge motor: Control printing carriage to move

© Belt: Bridge motor belt
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2.7 Machine Right Side View
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(D UP limit sensor: Machine bridge up maximum
@ Down limit sensor: Machine bridge down maximum

® Up and down siding roof metal sheet: Use roof sheet metal to avoid the bridge move down to the limit when
the down limit sensor is broken

@ Up and down slide: Up or down the track

® Up and down siding: Up or down metal sheet
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2.8 Ink Tank View
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(D Low ink alarming button: When the ink is low,the light will shinny to warn customer to add the ink
(2 White ink stirring button: To stir the white ink to let it smoothly flow

® Ink tank cap: Protect the ink tank

@ Ink bottle: To stock ink

® Ink bottle valve: Control ink flow or not

® Ink bottle cap: The cap of ink bottle
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3. Fill ink into the ink tank

According the picture instruction below, add the corresponding ink to ink tank by the indication of the color mark.
The ink tank switch is open horizontally and closed vertically.

%EJ Open  fapr Bami Open  [iRs |

When adding ink,in order to prevent the ink from leaking out of the machine cover,protective
measures are required: The ink tank mouth can be wrapped with the tissues.After finishing adding
the ink, ink tank should not be tightened to help ink flows smoothly.

Firstly click “manual pump”on the control panel as bellow.

— st —3

—REgEP s
Up Lett | o p LRight | RamE, HF b mignt | BEHEIR
: 8z 5 5%
v SE: Tmm @

Test Clean Pause Exit Enter

Test Clean Pause

Exit Enter

Press “Right” into the Maintainence page Find Manual Pump, then press Enter

After click “Enter”, machine will start to suck the ink, check whether there is ink flowing into the waste ink tank.
If yes, the ink supply system is not blocked.As bellow:

Check whether the inks flows into the waste ink
tank from two black ink tubes, if yes, then
click“Exit”to cancel “manual pump’’process.
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Secondly, click“clean”, thirdly, click “Test’to print a nozzle check picture. If there is a lack of the
lines, continue to click “clean”to clean the head.Once the nozzle check picture is good enough, then
the ink installation process is complete.

—REEP 3
Up Left | o »  Right | BEHE W
B & /& %t
Fa) L&

Clean Pause

Nozzle check: a lack of the lines, machine need to continually clean automatically

Nozzle check : lines are ok.

Machine is in standby mode, next step is to install the software.

4. Photoprint Software Installation
4.1 Photoprint Software Installation
Insert the standard PHOTOPRINT software CD

DVD RW &3 (G)
T 0 7R, 3771 M8
4
‘
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4.1.1 Find the “DVD driver”icon, then double click the icon to open it, then copy all the documents from the CD
to the computer, then run the program “Autorun.exe”.

4.1.2 There is a pop-up dialog box, there choose the language that you want for your software

— ~:

= = X
@ MTSBEIRRIEIFITEES -

sh3r (EiE) v

HAsE (0) . OBBE

InstallShield Wizard

gmtoPRIa:lLl'{ ﬂx ﬁ Nocaidclggij ggg} on ﬁggﬁggg
InstallShield Wizard, ¥8 = WHiEfE
— . FEbae iBHR-e

4.1.3 Click “Next’to continue the installation

RXED#EF PhotoPRINT DX 12 Nocai Cloud
Edition InstallShield Wizard

InstallShield(R) Wizard ﬁﬁﬁﬁﬂlﬂhﬁ%
FPhotoPRINT DX 12 Nocai Cloud Editione S
8. FRET—5H" -

\_

<E=F0) T B
L
4.1.4 Accept the clause and click “next”. |Prew?RINT DX 12 Nocai Cloud Edition x
HTEBK
. B — PRODUCTION
AT = N
KT B =

BE-SEF@f: A GEXRTX) £%2 (EXRTFX) 5 SAnternational
Iﬂnq?i;‘zémﬁﬁ Flexi. PhotoPrint. EnRoute 5 PixelBlaster MM fI¥# (B X R F3X)

A
B

InstallShield |

v
< E—$m@ B
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4.1.5 Select the disk where you want to install the software, then proceed to the “next”

PhotoPRINT DX 12 Nocai Cloud Edition X
ERHMANE
BB R B ER D ORI ﬁf : @ T

TR BE L T X 4% P %% PhotoPRINT DX 12 Nocai Cloud Edition.
EXRAMTHR, BAF “T—5" . EXRPHEXHE, SEF “BIR” . RS
EREENHX.

BAR3# R
C:\Program Files [x86){SAi{PhotoPRINT DX 12 Nocai Cloud Edilii HRE...

InstallShield

< E—4%B) B

4.1.6 Choose the main programs that are needed to be installed and proceed to the “next”

4.1.7 There is a pop-up dialog box, then

4.1.8 During the installation, the bellow dialog box will pop up, input the Activation code in it. The Activation

PhotoPRINT DX 12 Nocai Cloud Edition X

B PRODUCTION
- § SUITE

BRI R R -
| EEEETEN, BRI

it

+[¥|PhotoPRINT DX 12 Nocai Cloud Edition
= SafeNet Sentinel driver

SafeNet Sentinel System Driver 7.6.

EE 994.95 MB RIZSE] (7E C mEheR L)
#H 48065. 15 MB AIA]AZSIE (7f C @ehsR k)

InstallShield

b

CEF® mE
proceed to the “next”
PhotoPRINT DX 12 Nocai Cloud Edition X
EEREXHX PRODUCTI
BRI R - - S SLOJ |"\|l'E
A %39 ,u 0.’{;35]'\ s "‘ 3
. oo
BRXFERE):

[PhotoPRINT DX 12 Nocai Cloud Edition I

iﬂﬁXf*%(X)
3
Access:b:llty

Accessories

Administrative Tools

Games
Maintenance
Pantone Color Mana

PDF&%}?AEZW or diE 4
Skype

er

|

W [FE®3] |

code will be found on the back of the software disc box.
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product order has been processed

Following password have been generated for User

ID#: 341783 Key ID : 793758

o
BEAB
BNRERBLRSGIFARE

HERFRAE , CETE—NWERB. EFESAZERS.

Product: PhotoPRINT DX 12 Nocal Cloud Edition BEE:
English,Portuguese French, italian, German, Spani

Language: sh.Simplified Chinese,Polish, HebrewTraditional E
Chinese,Jaspanese Korean Dutch, Danish Finnish,

Russian

Activation Code:(QZU /ITDCX4CALISDSBHE |

WMEESRBUSFANESER , SRINERMSSIFa].

MRS

< b= =3

After inputting the Activation code,proceed to the “next”

4.1.9 Then Another dialog box will pop up, as bellow:

ol i
FiES sai T#HTIERE

T FEITANERT » RS ISR RIET sai ZHRME.

BUAE FEPTDILS PO TERREE,  SRETRA , AL
EFHE s

(NENRNRNRNRRRRRRRRRRNARD

https:/fwww. saicloud comfactivate?ln=ywcode=GTFHRIMTINDAVLEXDVVF

TERRMFIEINE IS » BT R SR

| i

In this step, please kindly enter the prompt website to activate first.

4.1.10 Enter the link: http://www.saicloud.com/
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(" SAi Cloud — Windows Internet Explorer

GE;' [® kit /v saicloud con

8% x| @as—7. mme [[2]]
AHE @EE ZEW EARQ TAD FHo
SwER | B BE
[®sn 1w & 5o~ O v TEE- %26 TAQ- @-
@) Cloud

il {# B SAi Cloud.

BOE R B
o\ RIS A R BT -
EERD | —
: ’ i)
7
EiEER?

© 2014 SA International, Inc. | Contact | Terms | Privacy
Languages | I3 | 8853 | Dansk | Deutsch | English | Espafiol | Frangais | taliano | B A48

20 | Nederland | Portugués | Pycckwii | edtina | n'aay

fod @ Internet

£ v Rio0% -

Exit the linked website,return back to the dialog box, proceed to the “next” step according the instruction. ( Note:
These steps will be available for the first time activation.

4.1.11 If there is no more instructions, it is the page of ‘Authorization success”.

(4] X
8]

- ®

R

< E—5(B) 1' =3
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4.1.12 Click “Finish”, it will be prompted: the security key is required. Please insert the U disk inside
the CD box to the computer, and the computer will read automatically.

SRR

g

ETEHET . 1ETHE.

DOHDeoED

The pop-up dialog shows that the installation is complete.

PhotoPRINT DX 12 Nocai Cloud Edition
InstallShield Wizard K
C. R Ih %% PhotoPRINT DX 12 Nocai Cloud Edition, $i
FR” CLRH A
<E=4m ]

4.1.13 There are two icons on the desktop and double click “pp” icon to open the software.

4.1.14 Double click “pp” icon to open the software, there is a tip, brand is “ Nocai”. The

model of this machine in phohoprint should choose “Nocai-UV-DX0406”, then “Next”,
then “finish.

! EEQERE
q © HEATEM, © i,

4.1.15 The installation complete after all the above steps.

18
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4.2 Photoprint connection setup

4.2.1 Close the Photopint software after installation, then copy the “HTPrintAP10406” file
into the photoprint file, as below shows.

|+ BOA0GKINAAIIES » 0406KHS » <[+ | 2= psvsrmz £
@R ®EE BBV IAD BEH) |
gRv  @aEEmv  SE- WR FER4s =- 06 0|
T P s s Fh
BT i Langusge x5
W sT e ATools_0406 friz: 10,896 KB
85 % HTPri .l RERES R 6,200 KB
& setting SRER Joia o sas [OY/E 1913 EERE 18
£ WPSTESTRE K 6.05 MB
=1
8 wn
S|
3 3o
5 AETR

W | RS [ (2| aEe

ﬁ PhotoPRINT DX Nocai Edition 11

BirE: EAER
BfFuE:  Progran

BRI ° Nocai Cloud Edition'Program\App2. exe’|

F2I4{T B (S): “d:\Program Files (x36)\SAi‘\PhotoPRINT

RiERE @ X

BIAR®): (BHE0 v
& O):

[ $TF i BEREGC... | [ SR,

19
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Then paste the HTPrintAP10406 into the photoprint file, replace the old HTP file.

e I

| EEEeARETHE. !
BEEERBAE

> SFINZE
ERIEESsAEER BRI
.. HTPrintAPI0406.dll
& HTPrintAPI0406 (C:\Users\Administrator\SSE\F704063X
G IrmAAhER
Fzhv: 6.05 MB

> TESH

BALEMEAE. BHTHREEER SRS
.. HTPrintAPI0406.dIl

. HTPrintAPI0406 (C:\Program Files

(x86)\SAi\PhotoPRINT DX 12 Nocai Cloud

Edition\Program)

K 7.13 MB (82X)

S AE: 2017/12/13 10:18

e
ey

> 5%, BEBXENE
IEESHAEHSES R "HTPrintAPI0406 (2).dI

Wl AToOlS pme—r

P Atool driver installation
4.2.1 Set up the IP of the machine to connect the printer.

Open the “Network and Sharing center” page and find the local connection, open the local connection and open
the “Properties”, open the “Internet Protocol Version 4(TCP/IPv4).

¥ wmsE Ee x |
FiE

R ER:

B Realtek PCle GBE Family Controller

HERER FIRE(O):

B Microsoft REEEFE 2
B Microsoft ST TEINAE

K

& Microsoft LLDP HHYEEMES
& Internet HHYARZ 6 (TCP/IPv6)
« BEEEEINHATBNRE v

‘KKK

EEN).. ) =R
s
BRI Internet 1. EWREIAR RSN .
FEAREDEEONE HEE.
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Then set up the IP address as “192.168.1.188”, the subnet mask:255.255.255.0 will show accordingly. Then press
OK to exit.

U aimsE e x[ﬁ
R

EEER R

& Realtek PCle GBE Family Controller

HERER FIREB(0):

B Microsoft REEFE 4
B Microsoft FEESTEF I TEINAS

3 qos giEaIES

'R Internet YRR 4 (TCP/1Pv4)
[0 s Microsoft RIS SHEEETINY

& Microsoft LLDP HHYEEFESE

& Internet HRYARZ 6 (TCP/IPv6)

« BEEEHNETBARRE ¥

ZE(N)... HRU) BiER)

=%

ez HHRY Internet HHY, ZHNLEEUAR IEMNETNY , B
TEARRHEEERNE HEfE.

BE g

[ Intemet s 4 CP/Pve) BEE (-2 ot |

e

© BEhRE 1P bt @)
© fEATEAY IP it )

——

I it (1) 192 .168 . 1 .188
FRHED W) 255 255 .255 . 0
ZHARIE (0): 1

BEAG D9 RSB ®)
|| @ @ATEN D R E)

| ik NS fR5SEE ()

W &M s fREEE ()

|| CRERRIERE ©
B B

4.2.3 Use Add software to help the P Atool connection.
Find the “Add ARP Table V1.0NU-20141206” in the Driver CD, and open it, “Run as administrator”.
Then enter the next page.

‘; Add ARP Table V1.0NU-20141206 2016/7/12 17:02 NEEERF 236 KB
=| Add ARP Table TEi%8A 2016/10/29 17:15  3Z&HE 1KB
21
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Press “Execute”and find the Idx number
for the printer local connection, and
enter this number into the Idx item in the
software.

Then press “Add”, then “Exit”.

4.3 P Atool driver installation and setup

":} Add ARP tables

Execute * Idx: lll

IF: | 192 . 168 . 1 . 25 ll]efault viv|
MAC : |00—60-03-6e-21-04
add | Quit |

Connect the computer and printer by network cable which we offer, and open the Nuocai driver CD, the

open the P Atools, it’ll show the below page.

Wl AToOlS e

JTENig =
Pl ok
b5 5 -

=
(=p7 =4

B¥EE shgi

1

TENHLIP

22

52 F

V100GL XPEO0 1H A HET

H2E

B EEEE
EEIE

!

Elpip



ocriBRS

— Digiil printer — J

Setup the printer and local IP. Printer IPis192.168.1.25, local IP is 192.168.1.188.

Connect the printer with the machine.

Print Setup

¥ C Seq

[ Alignment

- o

Both ¥
o

Printer IP

Printer IP should be 192.168.1.25
Local IP should be 192.168.1.188

VI0OGL XPSOO IH A NET

If both IP are not correct, please press “apply” to adjust it.Then press “Connect” to connect the
computer.

Enter “advanced setup”, setting as below:

por £

Imp

ofile

X

V100GL XPBOO IH A NET CS13C F8332A US0! DEV:IE4S-0000 CHN EnB

PC keypad
Print origin

Color

100-

. QD o

‘ w0
b Save o

Chan (EPESERTY UY lamp Setup
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Enter “advanced Alignment” page, and enter the step align number into the below item, for all the close,
low, mid, high Eclosion version, “2020” is the average number.(Please kindly note that there has the
stepping number printed on the paper which we put on the plate table, please enter the number
accordingly).

Modulus Distance

Step Alignment 2020
oo 2020 e
Eclosion (_g 2020 i
2020 nm

2020 o

GPass
Save \
1. Measure distance between two Cross and write into <Distance>

2. Hit <Calec. > to update, distance equal to 101.Bmm is best

3. To reduce the calibration coefficients When Overlapping, Otherwise increse

24
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4.4 Print setting:

1. Dir: There are three options of the printing direction, R to L & L to R are one way printing, with
better quality, yet slow printing speed; Bidi direction is with double printing speed, yet lower printing
quality. And when use the Bidi direction printing version, need to do the Hidi alignment for each

different print height.

2. Eclosion: the version how to print the ink(we suggest to use high or mid version, better high), can

test to see the printing quality in different version.

3. Speed: Print head printing speed, high and low, we suggest using high speed.

4. W Cseq: Set print white ink first or color ink first. Normally, white_colour, however, when need to
print reverse, then choose colour_white, like when print on glass or acrylic which might need to print

on the back side and see from the front side.

5. W C set up: Choose to print Both(Both white & color ink), Only color, Only White.

5 Print alignment

5.1 For the alignment of the printer, need to do the vertical alignment first and see if the print head installed

correct or not, need to be straight.

Print Setup

LRVRT B hite Colar

e sew

Perfect

Perfect

\ °
\ ‘ Save
\
Iv\

Printer |P Lacal IP

192 168 1 188

¥100GL XPBOO 1H A NET

25

Vertical align
Click Vert.Align will print out as below:

| | ‘ ‘
‘ ‘
Adjust the left side screw Adjust the right side screw

(According to real statue) (According to real statue)

Adjust 1# screw Adjust 2# screw
as below. as below.
(According to real statue) (According to real statue)
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5.2 Step Align: Adjust the Y axis direction print size.

Usually, we'll adjust before shipping the printer out and will print the Step align number on the paper which put
on the printer plate, just click the driver “ Advanced Alignment”, Then enter this page. Then on the basis of
enclosion “ close” “ low” “ middle” “high” , separately input the number what we print on the paper of machine
print table.

Modulus Distance

Step Alignment

o
Belivsiiont (@

- CED
- CED
- CED
- G
" GED

Y\

1. Measure distance between two Cross and write into <Distanced
2. Hit <Calec.> to update, distance equal to 101.6mm is best

. To reduce the calibration cosfficients When Overlapping, Otherwise increse

\
'\'\ cvs NN cve IEHR crs HE oo EE
crs [ cr> [N crs I cr> HEH
\_ cnt 1EM oo IEN cnt I cro HEH

White & Color vertical direction alignment:

Show as below:

Print Setup T Alignment

-
1

W C Vert. Dis.

colors White ink

Show as below:

colors White ink

Should add the value till print in straight from horizontal direction.

]

Printer IP Local IP

colors

White ink

Should subtact the value till print in straight from horizontal direction.

V100GL XPB0O 1H A WET
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5.4 Hidi alignment: Do this Hidi alignment when use the Bidi. For each different print height, need to do the Hidi
alignment when choose to print Hidi direction version.

Choose “Bidi” here.

PP i Tttt 43080y 80unql
S T T G A N A T N OO

“9 -8 <7 6 -5 -4 =3 -2 -1 0 41 42 +3 +4 +5 46 +7 +8 +9

[ Alignment

- O

Check and find"+2" is the most straight.Add 2 of the value in box.
Eclosion
s

LRSRSLL RN hite Color

Ve setw

# C Vert. Dis

Check and find"-3" is the most straight.Subtract 3
of the value in box.

Vert. Align

° E
| Save Save ’

R Printer IP Local IP

Standard as below:

V100GL XPG0O 1H A NET

acceptable Unacceptable

Attention

After the printer installation need to do the alignments to
make sure the correct printing before the production
printing.

Or when change the print head, also need to do the

Print Setup —Alignment

alignments

Eclosion High v 1. Vertical align: To make sure the print head installed

# C Vert. Dis

straight;
2. W C Vert. Dis.: Align the white and color ink on veritical

a

W C Setup Both

direction;
3. Step align: No need to test, we've tested before

shipping the machine and printed the step align number

]

Printer IP Local IP

on the plate stale paper, just need to enter in.

4. Hidi align: When need to print with “Bidi” version, set up

the print height then do the Hidi alignment. Each different
print height will need to its Hidi alignment.

V100GL XP600 1H A NET
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6 Photoprint setup:

-
G¥ PhotoPRINT DX Nocai Editios

BEICHERE

fEMrFE=FR = =5 R =1 STigEEE SZAFFN IcC
SEEEAS-1.pdf  S=AE Administrator 8.000 x 7.541cm 1 PDF 34923.4K A4_T

1. Job: Choose the file that need to print;

2. Send: Send the file to the printer for printing;
3. Abort: Stop the printing job;

4. Delete: Delete the file in the photoprint page;

@ PhotoPRINT DX Nocai Edition
Xt R®E BE BT #8
=, P (%

=hari 3 BUHEE b Edk

Administrator  8.000 x 7.541cm 1

Double click the imported picture then you can do some set up,interface picture is as follows
1. Media size: Print size of the machine;
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2. Job size: Size of the printing file;
3. Position: The position to the start printing point on the plate table;
4. Copies: Choose how many file wanna repeat and the distance between each file;

File setup: “F” to choose reverse printing or normal printing. Humanoid icons use to choose the direction of the
printing file.

Printing job panel(Hold:Save object and settings;Delete:Delete

a2 e S S S S| o e
ﬁﬁ[% v] T ABC )'9[
GfFRNCIBITEES® ) [mBus -

{EdbRIR:  ERAEE-1. pdf 80 55 50 45 40 35 30 25 20 15 10 5 0
Wiz C:\Users\Administrator‘\Desktop

w
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&E: Hocai-UV-DX0406
EThv A =R [ﬁg-g: ,J

=T |

<
e
=
iy
b
g}

A
15

object after printing;Repeat Object:Print photo repeatedly)

1. After ouput: Can use to save the file to save all the setup for next printing or delete the file after
printing;

2.Repeat job: Set up how many times of this printing wanna repeat. Like if you choose 2, after the first printing,
then the machine will start again to print one more time.

Color Manangemen
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1.0utput file: Choose the correct ICC profile which we offer in the driver CD, then the below items will show
accordingly;
2.Ignore overprint: When choose to print spot color version, don’t choose this item.

Printer options:
Inside the options,option 1 and option 2 click default,option 3 and option 4 drop down options:

None means print only color without white

Spot color means print white ink in some special parts not the whole file(More detail please check teaching video
inside the Nocai CD)

Under color means the Photoprint will adjust the white ink volume according to the picture’s darkness

and lightness,darker part more white ink,lighter parts,less white ink

Fill color is the opposite of Under color,darker part less white ink,lighter parts,more white ink

Substrate means print white ink on the whole format of the file

Customer should choose the options accordingly.

feuE =
ﬁ'&:l% v] l»—," asc M
|a g a@negse Q&
i) 01 120
3
VSD mode:
Spot 1
Spet2 Errm—

Spot colox
Under color
Fill color
Substrate

Under

solid
Fill Substrate

R e L A I e e L e

€3
£
(&)




ocriBRS

— Digizl printer — J

Paste & cut option:

The picture size can be adjusted by using mouse.Click enter after setting or set up Default value save.Picture is as
follows:
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Then enter into driver(ATool) to set up the color accounting certain printing requirement and click save
after setting.picture is as follows:

Print Setup —Alignment

-

# C Vert. Dis

1

A Printer IP Local IP

V100GL XPEO0 1H A NET
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Before printing, when put the printing materials on the plate table, should adjust the print height
between the print head and the printing material, 2-3mm. (Adjust by eye)

=, = T =
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v

frdk v HMERLEE RP) ¥

7 s— ——— -
PESR T v Nocai Nocai-UV-DX0406@nocai

HE G BUHERE LN R312 L[5

Administrator  8.000 x 7.541cm 1 34923.4K FE

A4_TW _soft 2017C CMYK(2 bits)

7.Common printing position(take phone case as an example)
1.Drag the already-done picture(with spot color) into software.Picture is as follows:

2. Double click the printing file to enter into picture set up function,for example,set up the position left forward to
13.0cm,up forward to 3.0cm.Picture is as follows:

&+ PhotoPRINT DX N

| N P
fEdk ¥ oA B = P) S FHER BUHERE ik ek
07 oo orsissgnecr |
v
rE PR EFR B EEs R SrisER -
Nocai-Uv-DX040€ UV-BYETI30Y.pdf £ Administrator 9.796 x 22496em 1 PDF
Nocai-Uv-DX040€ UV-BYETI30W.pdf s Administrator 9.796 x 22496cm 1 PDF
Nocai-UV-DX040€ UV-BYETIZ0B pdf seR Administrator 9.796 x 22496cm 1 PDF
Nocai-UV-DX040€ UV-BYETIZ0K.pdf ESo Administrator 9.796 x 22496cm 1 PDF
Nocai-Uv-DX040€ UV-BYETISOLE pdf £ Administrator 9.796 x 22496em 1 PDF
Nocai-Uv-DX040¢€ Fs#vINEpdf.pdf Eeo Administrator 9.000 x 11.081cm 1 PDF
Nocai-Uv-DX040€ #38a7K3E.ipg SERE Administrator 8.018 x 18.017cm 1 IPEGHER
Nocai-Uv-DX040¢ EREa4T.pdf £S5 Administrator 11.840 x 9.260em 1 PDF
Nocai-Uv-DX040€ 2EEE.ai sl Administrator 29.700 x 21.000crr 1 PDF
Nocai-Uv-DX040€ Bf¥1.ipg sl Administrator 9.525 x 5.918cm 1 JPEGHES
Nocai-Uv-DX040€ zhang.pdf IEFEHERS Administrator 3.000 x 1.863cm 1 PDF
Nocai-Uv-DX040€ 1235.pdf £ 9.600 x 6.500cm 1 PDF
Nocai-Uv-DX040€ 1235.pdf IEFEIEAE 9.600 x 6.500cm 1 PDF
Nocai-Uv-DX040€ X2.pdf SRl 9.600 x 6.500cm 1 PDF
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Nocai-Uv-DX040€ 33333333333333333322.pdf keI 39497 x 37.702crr 1 PDF
Nocai-Uv-DX040€ Uv-BW240-550.pdf EC 16.603 x 23.300crr 1 PDF
Nocai-UV-DX040€ UV-BW26W-750.pdf EC 18.999 x 24.503crr 1 PDF
Nocai-Uv-DX040€ UV-BW30S-350.pdf £ Administrator 10.998 x 22.953crr 1 PDF 3
Nocai-Uv-DX040€ UV-BW19S-500.pdf sl Administrator 10.998 x 21.996cr 1 PDF 1
Nocai-Uv-DX040€ Uv-BW275-500.pdf sEnk 11.803 x 22.403crr 1 PDF
9.000 x 15.003cm 1 PDF
8.001 x §.001em L
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And then set up the position and the size of the file that need to print.
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3. Inside the printer options,select Spot_1 and Spot_2(Spot_1 stands for white ink of the spot
color,Spot_2 stands for white ink of the spot color).Then click “Send”.Picture is as follows:

ass!
VSD mode:
i
o
~ o
! -4l
| )

4. Before printing, when put the printing materials on the plate table, should adjust the print height between the

print head and the printing material, 2-3mm. (Adjust by eye)
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5.After sending.phone case can be printed directly,when it finished printing,picture is like this
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8 .Machine maintenance:

1. Print head maintenance:

(D There is a small board inside the print head, for which connect with the printhead cable. Please keep
the connection port dry, if there's any liquid on the conection port,turn off the machine immediately and
and take off the cable to clean it. Or it might make the print head & print head to be burnt;

@ The print head connects to the small board port closly, so should not disconnect and reconnect
frequently. After long time using, should check if there's any damage on the print head cable end, if so,
change the cable;

3 If don’t use the machine to production, should at least print nozzle test or a small sample everyday if
possible. If the nozzle test has problem, fix it. If need to leave the machine for over 3 days, put 3-5
drops of uv cleaner on the cap top and seal with the machine to keep it moisture.

@ Should fill less inks into the ink tank each time, half ink tank is OK. Once open the ink bottle,
should use up the ink within 3 months, or the ink will be expired and will effect the print quality or
might block the print head. Suggest to stir the ink in the ink tank by using clean stick for every few
days(one week). Open the white ink stirrer when printing.

® The print height between the print head and the printing material should be 2-3mm, must check the
print height before printing every-time to avoid the crash of the print head.

® Clean the cart for every few days in case too much waste inks there.

(@ Don’t print the reflective materials, or it’ll make the print head to be blocked.

2. Capping system maintenance: There will have the ink drops after print head cleaning, need to clean
the waste ink once it happens by using alcohol.

3. Encoder strip maintenance: The encoder strip is use to guide the movement of the cart, if the encoder
strip has scratches on it or out of the bars, the encoder strip sensor might not be able to read the encoder
strip, then it’ll effect the movement of the cart. So, need to check the encoder strip every few days(one
week), to see if the it is inside the bars and in the middle of the encoder strip sensor, if there’s any
scratches and dust on it. Can use the alcohol to clean the dust. If the encoder strip has problem, replace it.

4. Guideline maintenance: There has the cart guideline and the plate table guidelines, there are lubricating oil on
the guidelines and sliders, need to fill the oil on them after long time to avoid the corrosion and oxidation. If there
are too much dust and dirty, then clean by alcohol first, then fill the oil.

5.Damper: Suggest to change for every 3 months.

1. Cap top: Suggest to change for every 3 months.
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2. Outer side cover maintenance: Keep the cover clean and clean the dust or waste ink by alcohol on time to avoid
the corrosion

9. Solution:

9.1: Nozzle test issue:

(1) . Normal nozzle test

normal normal normal normal normal norma

(2). Some lines break

Mark: There’s a little bit lines break on the nozzle test, it caused by the print head corrosion, try to
use the “clean nozzle” to fix it.

(3). Badly line break

normal normal line break normal normal normal

Solution:

1.Suck the damper by using syringe to see if the ink come out normally and check if the damper has problem or
not, if so, replace the damper;
2.After replacing damper, then check again, if ther problem still is, check the if the ink tube is blocked or not;
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3.Clean the print head by using syringe with uv cleaner to make sure the nozzle holes are not blocked.

Mark: The problem is usually caused by damper and nozzle hole blocking.

(4) Line break on almost all the nozzle holes
line break line break normal line break  line break line break

Solution:

1.Use the clean function to check if there’s ink and bubbles come into the waste ink bottle. If no inks or has
bubbles into the waste ink bottle, then try to adjust the print head and cap top position.

2.After cleaning, check if there’s any ink remains on the print head surface. If there’s only single

color ink, then replace its damper; if there has several colors ink remain on it, then check if the wiper

can wipe the print head after cleaning or not.

3.Use the syringe with uv cleaner to clean the nozzle channels to see if the channels are blocked or not.

Mark: This problem mainly caused by the wrong position of the print head and the cap top, the
cap top doesn’t seal with the print head well.

(5)Whole color channel missing

normal missing normal normal normal normal

Solution:
1.Disconnect and reconnect the print head cable, check if the print head cable has problem or not and if the print
head cable insert well or not.

2.Check if there’s any ink or liquid in the cable connection port, if so, clean it and test again.
3.Replace the print head board.

4.Use the syringe to suck the damper of the color which is missing, to make sure if there’s any block. And use the
syringe with uv cleaner to check if this ink channel is blocked or not.
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(6)No ink at all on nozzle test

Solution:

1.Disconnect and reconnect the print head cable, check if the print head cable has problem or not and if the print
head cable insert well or not.

2.Check if there’s any ink or liquid in the cable connection port, if so, clean it and test again.
3.Replace the print head board.

Mark: This problem mainly caused by print head or print head board burnt. Since there might has liquid inside
the small board of the print head. Suggest change the print head cable, print head and the print head board.

(7)Color mixing
Normal color mixing normal normal normal normal

Solution:

1.Use the flush function first, then print nozzle test to see if it becomes better or not. If no, check if there’s ink
remain on the surface of print head. If there’s only single color ink, then replace its damper; if there has several
colors ink remain on it, then check if the wiper can wipe the print head after cleaning or not.

2.Replace the print head.

Mark: Check if there’s ink remains on the surface of the print head first.

(8)Ink floating
Ink floating  Ink floating  normal normal normal normal
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Solution:

1.Check the print height between the print head and the printing material, it should be 2-3mm.
2.Check the temperature, should be 15°C to 30°C.

3.Check if the damper can suck ink correct or not.

4.Stir the ink which has the floating problem, and suck the damper of this ink out about 10ml, then clean the print
head. If the problem still there, suggest to change the ink.

Mark: The problem is mainly caused by the precipitation of the uv ink.

9.2 No ink sucking out

Solution:

1. Put some uv cleaner on the cap top, and check if the uv cleaner can be sucked out or not, if no replace the cap
top.

2. If the ink tube which connect the cap top on down side connect well not or not, or it blocks or not. Replace this
tube if need.

3. Replace the cap top.

4. Check if the cap top seal with the print head well or not, if no, adjust the position of the print head and the cap
top( the position like below picture).

P 1T Wk WRER =P {5 % Wik WRER

correct position wrong position

When adjust the position of the print head and cap top, need to make sure the edge of the cap top
should seal with the inside edge of the print head or it’1l has some ink leaking when sucking the ink.

5. Adjust the cap top on horizontal direction.
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As the picture shows above, loose the screws on the cap top and can move the position of the
cap top

6. Adjust the print head on vertical direction. Loose the screws on the print head to adjust it.

Mark: The problem might cause by the new print head and cap top installation, then the position of the
print head and cap top is not OK.

9.3 Cart error problem
1. Move the cart to the middle of carriage beam and turn on the machine, cart doesn't move and error reports.

1.1 When the printer is turn on, move the cart by hand, if the cart can be moved out, then check the of red like on
the X axis motor turn on or not. And check the screw which use to secure the X axis belt is tight or not.

1.2 Check the lights on the print head board works or not, if no, replace print head cable.

1.3 Replace the print head board.

1.4 Check the cable on the X axis motor, if it’s connects well or not.

1.5 Replace the mainboard.

2. Move the cart to the middle of carriage beam and turn on the machine, cart move to left side and error reports.

2.1 Replace the print head cable.
2.2 Replace the print head board.
2.3 Replace the mainboard(barely has this problem).

Mark: This problem cause since the print head board cannot receive the signal from the mainboard.

3. Move the cart to the middle of carriage beam and turn on the machine, cart move to right side and error reports.

3.1 Check if there’s light works on the encoder strip sensor, if no, suggest to replace it.
3.2 Check if there’s scratch on the encoder strip, if so, replace it.
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3.3 Clean the encoder strip by alcohol if there is any ink, dust, oil or other dirty on it.
3.4 Check if the encoder strip is in the middle of the encoder strip sensor.

3.5 Check if the encoder strip is in the bars or not.

3.6 Replace the print head board(barely has this problem).

Mark: For this problem, the print head board receives the signal from the mainboard, but encoder strip sensor
couldn’t read the encoder strip.

4. The machine reports error during printing.

4.1 Check if there’s scratch on the encoder strip, if so, replace it.

4.2 Clean the encoder strip by alcohol if there is any ink, dust, oil or other dirty on it.

4.3 Check if the encoder strip is in the middle of the encoder strip sensor.

4.4 Check the screw which use to secure the X axis belt is tight or not, and the X axis belt is tight or loose.

4.5 Replace the mainboard cable.

4.6 Check if the temperature of the X axis motor is more than 50°C, if so reconnect the cable on the X axis motor.

Mark: For this problem, the encoder strip sensor can read the encoder strip, but will have wrong data to be read.

5. Move the cart to the middle of carriage beam and turn on the machine, cart moves to left size and then right
side, then towards and hit the left side fast and back to middle side and reports error.

5.1 Check if the zero position sense metal installed straight or not.
5.2 Change the black zero position limited sensor.

4.3 Change the balck zero position limited sensor cable.

4.4 Replace the print head board.

9.4 Front and back side limited sensor error

1. Disconnect and reconnect the limited sensor cable.

2. Replace the limited sensor.

1. Check if the limited sensor cable connects well or not.
2. Replace the mainboard.

3. Check if the limited sensor cable connects well or not.
4. Replace the mainboard.

9.5 Error code:

Error 1: PC driver problem, use the correct P Atool driver;

Error 2: The available printing area or time is very less, need to upgrade or authorize to have more printing time
or area;

Error 3: Available printing area or time is zero, need to upgreade or authorize to have more printing time or area;
Error 4: Cart black zero position limited sensor problem, repalce the limited sensor or its cable;

Error 5: Initizlization parameter problem, upgrade the P Atool driver;

Error 6: Cart hits on obstacle, check the impingement device;

Error 7: Checking if the P Atool is matches with the printer or not;
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Error 8: Motor is less powerful, need to adjust the dail up of the motor;

Error 9: Motor is more powerful, need to adjust the dail up of the motor;

Error 10: Print head board and mainboard are not match, check which one is wrong;

Error 11: Default the machine;

Error 12: Sero motor direction problem, adjust the motor direction code;

Error 13: Printer stop during printing, encoder strip problem, motor cable loose, belt loose;
Error 14:Wrong location,check the decoder,motor signal cable and direction

Error 15:Motor not have enough distance for self-check

Error 16: Check the print head cable, print head cable port and print head cable.

9.6 Carriage beam not be able to up & down.

1. When up & down it’ll have noise, and not be able to move on some height;
2. Please check if there’s any obstacle and stuck the up & down gear;

3. Check if the gears on the stepping motor part fit well or not;

4. Check if the stepping motor gear to be damaged or not;

5. Check the stepping motor driver and stepping motor dail up;

9.7 Up & down button don’t work.

1. Check the up & down button on the panel control board is OK or not;

2. Check if the stepping motor driver’s light work or not, if not, replace the driver;

3. Check if the cable on the stepping motor connects well or not;

4. Disconnect the J1, J2 up & down limited sensor cable, and try to press up & down button again, if it can up &
down, then change the limited sensor;

5. Turn on the machine and press the up & down button, during this time, check if the J5 port of PUL+PUL-
DIR+DER- send signal out or not(1-3v), if no, replace the main board.(Attention:voltage should affect during
click up and down button)

6. Replace the Y Axis motor

9.8 Always show initializing on the panel board.

1. Check the Y axis belt is loose or not, the screw to secure the belt is loose or not;
2. Check if the mainboard cable is insert well or not;
3. Replace the print head board.

9.9 Photoprint cannot find the security key.

1. Check if the light on the dongle works or not, if no, use other machine or replace the dongle;
2. Re install the dongle driver. (Find the installation package inside the Util folder,open it and find the Sentinel folder and
install the dongle driver)

9.10 UV lamp doesn’t work.

1. Check the 1-1, 2-2, 3-3, 4-4 ports on the end of the uv lamp cable and see if they are OK or not(like below
picture shows)
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UV lamp cable

2. Check if the uv lamp power box works or not.

Main
power connector

UV cable Test button :
ca

UV lamp power box
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3 .Please check if there’s 24V voltage output from the J26(varnish lamp) & J27(uv ink lamp), if
no, replace the mainboard.

4 . Replace the uv lamp.

9.11 UV ink not dry.

1. All the products on the table not dry: Check the uv lamp, refer to the below uv lamp doesn’t work solution.

2. Left and right side of the printing job are not dry:
A. Find the printer information and see if need to upgrade the machine system or not;
B. Adjust the uv lamp distance data in the P Atool driver.

3. Front and back side of printing jog are not dry:
A. Upgrade the HIPrintAP106092.dlI file;

10. Main board:
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J1:Y axis motor

JP2: Mainboard Fan

J3: Ink pump

J4: White ink circulation

J6: Wiper limited sensor

J7: Front side limited sensor

J8: Back side limited sensor

J10: Front board grey cable

J11: Stepping motor signal
cable

J12: X axis motor signal cable

J23: Original position limited sensor

J24: Ink tank board

J25: Upper limited sensor

J26: Down side limited sensor

J28: Mainboard power supply

J29: Height sensor

J36: Wiper motor

J38: Vacuum table fan

11. Print head board:

J1: UV lamp

J2: UV lamp Fan

J5: Encoder strip sensor

LEFT: Left print head cable

RIGHT: Right print head cable
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